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2. Road Transport 

2.1. Transport Standards  
 
Product may only be transported using transporters that are fit for purpose, which have been trialled and 
suitably tested. The equipment on the transporters must be fit for purpose at all times.  
Service Providers are to ensure that all sub-contracted services conform to the stated quality standards. 

 

 
 
These guidelines are applicable for all markets subject to local laws, legislation or practice. Deviation from this 
will be agreed by local JLR teams. 
 
The loading and carrying and subsequent risk assessments of product to the requirements of current 
legislation are solely the responsibility of the carriers or their representatives. JLR accepts no responsibility for 
contravention of these requirements or authorises any such action.  
 
2.2. Transporter Equipment  
 

·  Every transporter must be equipped with the correct number of approved lashing equipment 
appropriate for the load carried 

·  All lashing must be applicable to the national safety standards and in a fully serviceable condition 
(frayed or damaged lashings must be changed immediately) 

·  Four lashings/fixings per car are a minimum requirement 
·  Drivers must undertake correct product familiarisation training before assignment to load/unload or 

drive JLR product 
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A transporter should not be used if there is/are:  
·  Wheel chocks, lashings or clamping belts on the transporter deck prior to loading 
·  Defective wheel chocks, decks and clamping belts or lashings 
·  Damage to the raising/lowering equipment and access ramps 
·  Angles on access rails and ramps which will damage JLR products during loading/unloading 
·  Evidence of excessive oil or grease condition/contamination 
·  Rusted or dirty condition, flaking paint or unsecured transporter protection 
·  Gaps to be traversed between guide rails in excess of 10 cm in length and a height difference of more 

than 5 cm.  
 
All transport must be clean, presentable and not detrimental to the quality of JLR product. 
 
A service regime must be in operation for transporter cleaning and drivers clothing (PPE) and equipment. 
 
Clean all dirt from transport surface; if necessary remove snow and ice. 
 
N.B. JLR reserves the absolute right to reject sub-standard or unsafe equipment from carrying their range of 
products.  
 
2.3. Loading/Unloading 
 

2.3.1. Prior to Loading/Unloading 
 

The following instructions should be used in conjunction with what has been already outlined in Chapter 1: 
·  Always load, or discharge on a sound and even surface as possible 
·  Ensure the transporter is clear of loose equipment, winch bollards and free of obstacles 
·  Due to variation in transport, equipment minimum carrying standards are applicable to all 

transporters to ensure safety and correct JLR product quality handling 
·  Height and under body clearance limitations should be monitored at all times 
·  Contracted companies have the responsibility to ensure safe product handling at all times 
·  The service provider must undertake suitable product familiarisation training for all personnel 
·  Third party sub contracted providers must operate to the same standard as the principal 
·  Training records and updates must be maintained 
·  Documentation / records must be available if requested during audits 
·  Products should not be carried at angles exceeding 15 degrees nose up or down 

 



Transport Quality Manual  

Chapter 2. Road Transport 

Issue 11 – August 2011       
 

Page 4 of 5 
Official Composite File   
Data Owner: Chris McLoughlin 
Data File Created: August 2011 
Review / Disposal: S+12 
Reference: JLR-RMP 25.03 
Subject: Transport Quality Manual Issue 11 
Jaguar and Land Rover 2011 

2.3.2. During Loading/Unloading 
 

 
 

 
 

 
 

IMPORTANT 
 
Mandatory checks are to be carried out prior to loa ding Land Rover Product. Please see single 
point lessons Appendices 12-16  
 
Engine must be warmed up prior to loading. A minimu m of 1 minute running of engine before 
loading 
 
ALL loading must be at crawl speed to prevent suspe nsion bounce and grounding out of under 
body areas and components.  
 
All Land Rover products must be loaded in low range  and hill descent as appropriate to the model 
(Once parked in load line disengage the low range g ear (model applicable)). 
 
The driver should ensure that air suspension units are set at the correct height, to model 
requirements, prior to exiting the car 
 

Slow speed and correct 
low ramp angles (8 
degrees max) 

Avoid contact with 
transport structure at 
all times. Do not load to 
incorrect deck locations 

Ramps must be set at 
minimum angles to 
avoid grounding 
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·  When loading vehicles a minimum of 10cm gap between roof, other cars and transporter structure 
is required 

·  Vehicles must be loaded/unloaded in a slow controlled manner (5mph max) with a reduced speed 
before driving onto or off the ramps 

·  Care is required when loading through areas of transporters with restricted width & wheel wells 
·  Derivatives of a model and/or equipment (spoilers, exhaust units, etc.) that prompt fear of 

grounding and other damage to JLR product / excess height on the transporter should only ever 
be loaded following load validation 

·  Vehicles must never be carried at angles in excess of limitation of 15 degree 
·  Vehicles must be loaded or unloaded under there own power it is strictly prohibited to push the 

vehicle off the transporter or brake using the handbrake or clutch 
·  During change of direction the car must be bought to a complete stop before changing gear from 

forward to reverse – or vice versa. Serious damage will occur to products including gear box 
damage, electrical power surges blowing fuses if this basic discipline is ignored 

  
Once vehicle is loaded into position please follow the following steps: 

1. Apply handbrake and ensure vehicle is left in gear ("P" – Park or 1st Gear as appropriate) 
2. All windows, sunroofs, moon roofs, and doors must be checked and fully closed 
3. Carefully exit vehicle, avoid contact by the door to transport infrastructure 
4. Reposition any displaced seat covers and floor protection on exit 
5. Remove all keys from car and store securely to prevent access from third parties 
6. Do not travel with loose lashings / fixings (stow in correct location on transporter) 
7. Following night time loading, switch off car headlights and other electrical equipment 

 
2.4. Securing the load   
 

·  Cars should be secured on the Transporter as instructed by model variant requirements.  
·  Vehicles should be lashed on to the transporter using instruction and references detailed in TQM 

Chapter 3 - Vehicle Lashing 


