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Air Suspension Version

Transit Transit
Parked Moving
Length Width (Folded) Ride Height Height Height Foot Print Kerb Weight Approach Departure
4848 2009 1887 1837 1867 9.74 2486 - 2704 37. 29.6
4848 2009 . 1887 1837 1867 74 2486 - 2704 37.
4848 2009 . 1887 1837 1867 .74 2486 - 2704 37.
4848 2009 0 1887 1837 1867 74 2486 - 2704 37.
4848 2009 . 1887 1837 1867 74 2494 -2718 37.
4848 2009 0 1887 1837 1867 74 2494 -2718 37.

Transit Transit
Parked Moving
Length Width (Folded) Ride Height Height Height Foot Print Kerb Weight Approach Departure
4848 2009 0 1991 1941 1971 0 2486 - 2704 3 29.6
4848 2009 0 1991 1941 1971 0 2486 - 2704 0 29.6
4848 2009 . 1991 1941 1971 . 2486 - 2704 . 29.6
4848 2009 0 1991 1941 1971 o 2486 - 2704 o 29.6
4848 2009 . 1991 1941 1971 . 2494 - 2718 . 29.6
Dsl7 Seat 4848 2009 0 1991 1941 1971 0 2494 - 2718 0 29.6

W ith Antennae
Transit
Transit Moving
Length Width (Folded) Ride Height Height Height Foot Print Mass Manual Approach Departure
4848 2009 . 1940 1890 1920 74 2486 - 2704 37. 9.6
4848 2009 0 1940 1890 1920 74 2486 - 2704 0 29.6
4848 2009 . 1940 1890 1920 .74 2486 - 2704 . 29.6
4848 2009 o 1940 1890 1920 T4 2486 - 2704 o 29.6
4848 2009 . 1940 1890 1920 74 2494 -2718 . 29.6
Dsl7 Seat 4848 2009 0 1940 1890 1920 74 2494 -2718 0 29.6
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Four lashings — minimum requirement
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Fit diverter to ensure a good downwards pull is achieved
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Air Suspension lowers on key off. Beware of

under body clearance
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Rear ships lashing utilising rear tow

point
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Wide wheel base may make some transport unsuitable for this

product
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Any tyre distortion is unacceptable
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Use chocks with over- wheel

lashing methods
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Avoid wheel spin by use of appropriate in-fill ramps



NOTE 2: the message ' SUSPENSION

ACCESS HEIGHT SELECTED ' does not
LOADING indicate the vehicle has reached this height
&) Crive the vehicle onto the trailer / vessel at on road height (position 4). this can only be confirmed by the lowering
(b) With ALL doors closed, select Access height (5) either before key Arrow LED suspension
off

or within 40 seconds of key off.

NOTE 1: if the lower switch is accidentally pressed AND HELD for 1

sec

the vehicle will lock in crawl mode (lock symbol 6 above), to exit

this mode

a similar upward switch for 1 sec is required. If Crawl mode is

accidentally

selected the driver may drive off at access height with subsequent

damage

to the vehicle. NOTE 3: If doors are not closed the vehicle
(c) Wait for vehicle to lower to Access height (around 6 seconds) will not raise or lower and this message is
(Indicated by Access symbol illuminated AND "Lowering" symbol displayed. This also applies if the doors
extinguished)

are opened during raising or lowering
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UNLOADING

(e) Remove lashings

(f) Enter vehicle and start engine

(g) With ALL doors closed, select On Road height (position 4) and wait until
Normal height is reached (Indicated by on road symbol illuminated AND
"Raising" symbol extinguished)

(h) Drive vehicle off trailer/vessel

NOTE If the vehicle is driven on or off the trailer at Access height,
the rear bumper will be damaged

NOTE 3: If doors are not closed the vehicle
will not raise or lower and this message is
displayed. This also applies if the doors are
opened during raising or lowering
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Location of battery isolator — Deep sea models:

Operate at each static location over 12hrs wait time
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Emergency manual key access on left hand door only — Cover will be removed




