
TO SELECT LOW RANGE

Follow usual start-up procedure. Gear selector will  rise (in P)

STEP 1 > SELECT NEUTRAL - TURN SELECTOR CLOCKWISE T O "N"
STEP 2 > SWITCH RANGE SELECTOR TO LOW RANGE  - PRES S BUTTON ON CONSOLE

STEP 4 SELECT "SPORT MODE" TURN SELECTOR CLOCKWISE TO "S" - KEEP FOOTBRAKE PRESSED DOWN!

STEP 5 SELECT S1 MANUALLY, USING THE _ PADDLE ON LH  OF STEERING WHEEL ( SEE FIG. 1 BELOW)
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Once Low Range, Hill Descent and gear S1 have been selected, commence 
loading at CRAWL speed to prevent suspension bounce  and grounding out 

of under body areas and components

Instrument Panel Indicates Gear S1, Low Range and H ill Descent 
selected
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STEP 3 > SELECT HILL DESCENT  - PRESS BUTTON ON CON SOLE

                                   JLR VEHICLE DIST RIBUTION SINGLE POINT LESSON

Topic:  Range Rover (L322) 2011 Model Year Diesel Auto Der ivitive Drive Selector
Who To: All contractors who handle  JLR Product Engaged In Transporter Loading

Vehicle MUST Be SET TO Low Range  and  'S1' ( Sport Mode in Automatic Gearbox) This must be eng aged PRIOR  to 
LOADING

NB TO ENGAGE "S", THE SELECTOR HAS TO BE PRESSED DO WNWARD ONCE IT REACHES THE "D" POSITION. THIS 
WILL ALLOW IT TO BE MOVED INTO "S"

STEP 1 STEP 2 STEP 3

Once"S" is selected, and whilst keeping the footbra ke 
applied, pull left hand paddle towards you (Fig.1) until S1 is 
indicated in rev counter, on cockpit display (Fig 2 )

Pull paddle towards you 
until S1 is displayed on 
instrumnet panel (see 
fig 2 opposite)

Fig.2Fig.1

STEP 2

STEP 3 STEP 4

STEP 1

PRESS SELECTOR 
DOWN WHEN 
SELECTING "S"
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